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Up to 40% cost benefi t compared with

the standard V70 T-Slot System

V70eco - Base Plates and Mounting Blocks

With the new V70eco Base Plates and Mounting Blocks, Erwin Halder KG now offers an alternative, 
more cost-effective option to the established V70 product line. In addition, the two systems are fully 
compatible.

The V70eco T-Slot System is designed around base plates made of high-strength tool steel and
with a slot pitch of 70 mm. System parts can be simultaneously located and clamped. As a result, 
quick and reliable set-up of fi xtures can be achieved. Due to tight tolerances and the high degree
of fl exibility, the T-Slot System is ideally suited for the machining of complex work pieces - from
prototypes to short-run jobs to long-range and dedicated jobs.

V70eco Advantages at a Glance

▪  Excellent return on investment.    

▪  Full compatibility with the existing V70 T-Slot System.  

▪  Standard line includes several possibilities for alignment.

▪  Options can be produced within 10 working days (see page 5).

▪  Special types and larger dimensions are available on request.  

▪  All parts are available from stock.



3EH 1200.300 -EH 1200.300 -
EH 1200.500EH 1200.500

Base PlatesBase Plates

V70ecoV70eco

>>> Special types on request. <<<

MMaterial:Material:
l Tool steel, high-strength

RRef. No.Ref. No. l1 b1 a b2 l2 y
Number of
T-slots

Number of
connecting rings

Zero-Point
Clamping System

(optional) kg System

11200.3001200.300 420 230 150 100 150 12 3 x 6 2 38 V70
11200.4001200.400 490 300 200 100 200 12 4 x 7 2 57 V70
11200.5001200.500 630 370 200 100 200 12 5 x 9 4 92 V70
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EH 1200.700 -EH 1200.700 -
EH 1203.500EH 1203.500

"

Base PlatesBase Plates

V70ecoV70eco

overall dimensionsoverall dimensions
same as palletssame as pallets
DIN 55201DIN 55201

>>> Special types on request. <<<
* These tolerances are valid only for the exterior stop types.

MMaterial:Material:
l Tool steel, high-strength

RRef. No.Ref. No. l1 b1 a b2 b3 c d l2 l3 y
Number of
T-slots

Number of
connecting rings

Zero-Point
Clamping System

(optional) kg System

11200.7001200.700 400 400 150 100 60 50 20 100 –– 12 5 x 5 4 61 V70
11200.8001200.800 500 500 200 200 40 60 20 200 –– 12 7 x 7 4 95 V70
11200.9001200.900 630 630 200 200 35 70 25 200 –– 16 9 x 9 4 152 V70
11203.3001203.300 500 400 150 100 60 50 20 200 40 12 5 x 7 4 77 V70
11203.5001203.500 630 500 200 200 40 60 20 200 35 12 7 x 9 4 120 V70
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3 EH 1210.100EH 1210.100

MountingMounting
BlocksBlocks

V70ecoV70eco

MMaterial:Material:
l Tool steel, high-strength

RRef. No.Ref. No. l1 b1 b2 b3 d1 d2 h1 h2 h3 h4 l2 l3 g System

11210.1001210.100 70 70 14 24 12,25 M 12 70 10 20 35 35 25 1700 V70
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3EH 1210.200 -EH 1210.200 -
EH 1210.300EH 1210.300

MountingMounting
BlocksBlocks

V70ecoV70eco

MMaterial:Material:
l Tool steel, high-strength

RRef. No.Ref. No. l1 b1 b2 b3 d1 d2 h1 h2 h3 l2 l3 l4 n g System

11210.2001210.200 140 70 14 24 12,25 M 12 70 10 20 35 70 105 2 3600 V70
11210.3001210.300 210 70 14 24 12,25 M 12 70 10 20 35 105 175 4 5600 V70
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EH 1211.100EH 1211.100 "
MountingMounting
BlocksBlocks

V70ecoV70eco

MMaterial:Material:
l Tool steel, high-strength

RRef. No.Ref. No. l1 b1 b2 b3 d1 d2 l2 h1 h2 h3 h4 g System

11211.1001211.100 70 40 14 24 12,25 M 6 35 70 10 20 35 810 V70
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EH 1211.200 -EH 1211.200 -
EH 1211.300EH 1211.300

"

MountingMounting
BlocksBlocks

V70ecoV70eco

MMaterial:Material:
l Tool steel, high-strength

RRef. No.Ref. No. l1 b1 b2 b3 d1 d2 h1 h2 h3 l2 n g System

11211.2001211.200 140 40 14 24 12,25 M 12 70 10 20 35 2 1880 V70
11211.3001211.300 210 40 14 24 12,25 M 12 70 10 20 35 4 2950 V70
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a
b
c
d

Standard Design Available From Stock
▪  Centers to H6 tolerance and T-slots to H8 tolerance.    
▪  Alignment of the base plate on the machine table
   by means of centers and/or centering slot.
▪  Fastening holes on a 100 mm pitch.
▪  High-strength tool steel.

Available Options (Delivery Time of 10 Working Days)
 Additional fi xing holes on a 63 mm pitch.
 Additional fi xing holes on a 125 mm pitch.
 Japanese Standard (Normative JIS).
 With connecting rings for the Halder Zero-Point Clamping System.

When placing an order, please add the letter of the requested option to the reference number -
Ordering example - 1200.900a
For multiple option selection use a sequence of letters - Ordering example: 1200.900bc
Delivery time for special items on request.

Fixture Design - Convenient, Reliable, Effi cient
with the aid of the Halder Fixture Butler

The Halder Fixture Butler allows a simple confi guration of clamping assemblies on the basis of parameters 
and functional dimensions.

It automatically determines the required standard and system parts and shows the assembly drawing as a 
3D preview. The confi gured assembly can be transferred to all standard CAD programmes in native formats. 

www.fi xture-butler.com

V70eco - Facts and Figures



Workholding Systems

Soft-Face Mallets

Standard Parts

Aviation Products

Erwin Halder KG

Erwin-Halder-Straße 5-9
88480 Achstetten-Bronnen · Germany

+49 7392 7009-0

+49 7392 7009-160
www.halder.com

@ info@halder.com
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